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Abstract

The purpose of this paper is to present asymptotically stable open boundary con-

ditions for the numerical approximation of the compressible Navier-Stokes equations

in three spatial dimensions. The treatment uses the conservation form of the Navier-

Stokes equations and utilizes linearization and localization at the boundaries based on

these variables.

The proposed boundary conditions are applied through a penalty procedure, thus

ensuring correct behavior of the scheme as the Reynolds number tends to infinity. The
versality of this method is demonstrated for the problem of a compressible flow past

a circular cylinder.
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1. Introduction. In the present paper, we discuss boundary conditions for dis-

sipative, wave dominated problems, exemplified by Burgers equation and the three-

dimensional, compressible Navier-Stokes equations given in conservation form. The

emphasis is on deriving open boundary conditions ensuring the continuous problem

to be well-posed and on devising semi-discrete schemes for imposing these conditions,

which can be proven asymptotically stable. The boundary conditions and the semi-

discrete scheme are valid even in the limit of infinite Reynolds number.

When addressing exterior, wave-dominated, dissipative problems, one is often

forced to introduce an artificial boundary for computational reasons. This introduces

the well known problem of specifying appropriate boundary conditions at the artificial

open boundary. For purely hyperbolic problems, it is well known that enforcing these

boundary conditions through the characteristic variables leads to a stable approxi-

mation. However, for dissipative wave problems the procedure is considerably more

complicated.

Naturally, we must require the boundary conditions to lead to a well-posed con-

tinuous problem. For wave problems of dissipative type, the problem must, in order to

be compatible with weak boundary layers, remain well-posed even in the limit where

the dissipation vanishes and the problem becomes purely hyperbolic. In addition to

this, we wish the discrete approximation of the problem to be asymptotically stable,

and that the boundary conditions are easily implemented.

For general non-linear problems the issues of well-posedness and asymptotic sta-

bility are very complicated, and for most problems relatively little is known. However,

as discussed by Kreiss and Lorenz [1], we may, for a large class of operators, simplify

the problem significantly if the solutions are smooth. It was shown that in this case

it is sufficient to consider the questions of well-posedness and asymptotic stability for

the linearized, constant coefficient version of the full problem.

The energy method is applied to the linearized, constant coefficient version of the

continuous problem in order to obtain energy inequalities which bound the temporal

growth of the solutions to the initial-boundary value problem. This technique allows

for handling such complex problems as the Navier-Stokes equations and is in general

applicable to symmetrizable problems [2]. .

The usual way to enforce the boundary conditions in the numerical scheme, once

their proper form for the continuous problem is known, is to solve the equation in the d
ton

interior of the computational domain, and then enforce the boundary conditions at the

boundary points. However, this approach does not take into account the fact that the

equation should be obeyed arbitrarily close to the open boundary. To circumvent this "t
ItY Codes

problem, Funaro and Gottlieb [3, 4], and Carpenter et al. [5] developed the penalty . LTd/or



method which enforces the boundary conditions, as well as taking into account the

equation at the boundary. They showed asymptotic stability for the scheme applied to

scalar hyperbolic equations and systems of hyperbolic equations. Don and Gottlieb [6]

recently showed how this idea can help in applying the Legendre collocation method

on Chebyshev grids.

The proofs presented in this paper are all done for semi-discrete schemes. The

relation between the stability of the semi-discrete and the fully discrete scheme was

recently discussed by Kreiss and Wu[7].

The issue of well posed boundary conditions for the compressible Navier-Stokes

equations was previously considered by Gustafsson and Sundstr6m [8], Oliger and

Sundstr6m [91, and Nordstr6m [10]. They all used the energy method to derive bound-

ary conditions for the linearized, constant coefficient Nawier-Stokes equations in the

primitive variable formulation. Dutt [11] introduced an entropy function, which al-

lowed him to derive boundary conditions for the non-linear problem, ensuring that

the solution remains bounded in an entropy norm.

The remaining part of this paper is organized as follows. In Sec. 2 we review

some well known results on Legendre polynomials and collocation methods. Section

3 discusses Burgers equation, and boundary conditions ensuring well-posedness of

the problem are derived. We continue by proposing an asymptotically stable penalty

method through which the boundary conditions are enforced. This scheme ensures the

correct behavior even in the limit where the problem becomes hyperbolic, and may in

general be applied to any non-linear scalar equation. The penalty method for scalar

hyperbolic, parabolic, and linear advection-diffusion equations is briefly discussed,

and the proposed scheme is evaluated by numerical tests. The importance of properly

choosing the penalty parameter is addressed in Sec. 4, where we discuss the effect of

the penalty method on the CFL condition when using explicit Runge-Kutta methods

for time-stepping linear problems. The results from the linear analysis are s! h! own

to carry over to the non-line

2. Legendre Polynomials and Collocation Methods. The schemes which

we analyze in the present paper are all based on Legendre collocation methods. This

choice is merely dictated by a wish to obtain analytical results, and the methods ex-

tend trivially to other collocation methods and even to finite difference/finite element

methods.

The Legendre polynomial of order N is defined as

1 dN 2PN(X) = 2TNN! --Tx - 1) ,

where IjI < 1. We will in the following only consider collocation methods, where the
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collocation points are given as the Legendre-Gauss-Lobatto points, being defined as

the roots of the polynomial (1 - x2)PN(X). There is no known explicit formula for

these roots.

Associated with the Gauss-Lobatto points is the quadrature formula, stating that

if f(m) is a polynomial of degree 2N - 1, then

N(1)~ ~ f (Xk)Wk =/ f(w)4
k=O -1

where xk are the Legendre-Gauss-Lobatto collocation points, and the Gauss-Lobatto

weights, Wk, are given as

2 1
(2) Wk = - - 1 1 , 1 <k N- 1

N + 1 PN(Xk) PN-I(Xk) -1

2
WO = WN- (--)

For further details on the properties of the Legendre polynomials, we refer to [12].

In a Legendre collocation method, the function, f(z), is approximated by a grid

function, fk = f(Xk), where the grid points are the Gauss-Lobatto collocation points.

Thus, we construct a global Legendre interpolant, IN, to obtain the approximation to

the function;

N

(INf)(x)= Efk hk(X)

i=O

where the interpolating Legendre-Lagrange polynomials are given as

h )- (1 - X2 )PK(-)
N(N + 1) (Z - Xk)PN(Xk)

We note that by construction

(INf)(Xk) = A

To seek equations for an approximate solution, (INf)(x), to a partial differential

equation, we need to obtain values for the spatial derivatives at the collocation points.

This is done by approximating the differential operator by a matrix operator, with

the matrix entries given as

VkI = h'(Xk)

For the explicit expression of the entries, we refer to [13, 14].
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3. Burgers Equation. In this section, we consider Burgers equation

aU 8U 82U(3) -- + Ux--= e-x Ix< t >0 ,

where e > 0. The initial condition is given as

u(x',0) = A(),

with boundary conditions of the form

(4) aU(-1, t) - PCe• (9. =0.

(5) •UC1,t) + 19U 1-- 0

When addressing the issue it is, as discussed in the introduction, sufficient to consider

the linearized, constant coefficient version of Burgers equation

OU g SU 02U
(6) -5+ A6=o C-u2 a X: ut>o.

Here A = Uo is the uniform solution around which we have linearized. Equation (6) is

also known as the linear advection-diffusion equation.

The four real constants, a, fl, -, and 6, in the boundary conditions, Eq.(4)-
(5), may not be chosen arbitrarily, since the resulting problem should be well-posed.

Bounds yielding a sufficient condition for well-posedness are given in the following

Lemma.

LEMMA 3.1. Equation (6), with boundary conditions given by Eq. (4)-(5) is well-
posed if one of the following conditions holds

(i): /=0 ,6=0.

(ii): 6$0 ,6= 0 and (e - A) + 2a/l > O.

(iii): P= 0 , 6 0 and (e + A) + 2-y/6 > 0.

(iv): 8 $ 0 , 6 0 0 and 2(e - A)7/6 + 2(e + A)a/8 + 4(ay)/(06) > A2.

Proof. Construct the energy integral as

dIIUI12 = _A (U, U.) + e (U, U..) = + 2 -U - eIIU.ll 2

Here we have introduced

(U,V)- UVdx , (U,U)==Uii.12
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Following the similar analysis done in [15], we use the following estimate

-ellU.11 < -2[U(l)- U(-_)]2
-~ 2

Applying this, the condition for well-posedness becomes

1 d 1
2dr[IUA2- 2 +I -< [U(1)- U(-_)] 2 <_0

Condition (i) implies that U(-1) = U(1) = 0 such that

ldd-lli 2' " o

For condition (ii) we obtain U(1) = 0 and thus

_TIu < -. - X + 2o U(-) ) _ o

yielding the condition

Likewise, for condition (iii) we obtain

1d 1- e+ \+ 2 U2 (1) <0

showing that this choice yields well-posedness. For condition (iv) we obtain the fol-

lowing condition

_d IIUI12 < _.I e- ) U2(-l) +%6U(-l)U(1) -• (e + \• 22) U2(1)<O 0

This is obeyed if

62 +A 2c'e) +A ±2) <0

implying

2(c - \),y/b + 2(c + \)a/03 + 4(a-y)/(36) > V2  0

3.1. The Semi-Discrete Scheme. Equation (3) will be solved using a Legendre

collocation method where the collocation points are the Legendre-Gauss-Lobatto points.

This involves finding an Nth degree polynomial, u(x, t), satisfying

OU OU 0 2 U
(7) -t +uF- =eC-• at X k , k/E [1... N-1]

5



in the interior. The boundary points are given by boundary conditions of Robin type

ctu(:ot)-f e = g1(t)a10x0, t ) - PC ý7 gi0

7"U(XN, t) + 6e-6 N 92(t)
axXN

where g1(t) and g2(t) are the boundary conditions. The traditional method of imposing

the boundary conditions is to solve Eq.(7) in the interior and enforce the boundary

conditions at the boundary points only. However, this approach does not take into

account the fact that the equation must be obeyed arbitrarily close to the boundary.

In addition to this, it has proven difficult to implement Robin boundary conditions

consistently for non-linear problems. To overcome these problems, we follow the line

of thought initiated by Funaro and Gottlieb [3, 4] and propose a penalty method

for Burgers equation at the Legendre-Gauss-Lobatto collocation points, z -- :,, k E

[0, .. , N], as

(8) 5 U+ u= - 2u

- ( •r-(•)'t)- --Pl(t)l

- Q2 Q+(X) [ U(X:N t)+ 6 u- - 92-(01

where

(9) Q-(X) = (1 - X)P7(X) I -+(X)= (1 + ()Pk()
(9)Q(: = 2PNk(-l) 2PN(1)

These two functions have the property of being zero at all Legendre-Gauss-Lobatto

collocation points, except at the two endpoints of the domain. Although Q- and Q+

here are defined as delta-functions at the boundary, we may equally well chose other

definitions. As shown by Don and Gottlieb [6], this approach may also be applied for

implementing Legendre methods on Chebyshev grids.

We note here that the penalty method as given by Eq.(8) combines the boundary

conditions and the governing equation into one equation. When using the penalty

method, the boundary conditions are not exactly obeyed at the boundary. However,

the method remains spectrally accurate, as we will soon illustrate. One may also

observe that the scheme is equivalent to the traditional approach for rl, 72 approaching

infinity.

In order to obtain the energy inequality, we consider only homogeneous boundary

conditions. As discussed previously in [1], this is no restriction, since we may always
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introduce a variable transform such the boundary conditions become homogeneous.

In the following Lemma we state the bounds on rl and r2 ensuring that the linearized,

constant coefficient version of Eq.(8) is asymptotically stable.

LEmMMA 3.2. Assume u(z,t) exists and let ra,b and +b be defined as

,'.,b- --'fbe + 2n - 2r +e._1/2ewl~l],

+, 1 [e + 2x¢ + +2•€-

'ra~b we

where r. = wa/b and

2
N(N+1)

is the Legendre weight at the end-points.

Then if

T,, 6  T2 <+ 6 ,

then the linearized, constant coefficient version of Eq. (8) is asymptotically stable and

the solution is bounded as

ld 2 N-i(au )2
jIlU11N2 < --6 E =•( k k •

N - uIk=l ( (Xk)) Wk

Proof. We start be defining the discrete, weighted scalar product as

N

(U, V)N - U(Xk) V(Xk)Wk ,(U, U)N = INull•
k=O

and note that since we are using a Legendre collocation method, we have, through

Eq.(1), the identity

(u, V.)N = (U, V.)

This makes it straightforward to apply partial differentiation. Following the results

stated previously, it is sufficient to obtain the energy estimate for the linearized, con-

stant coefficient version of Eq.(8);

ld A Ni•lbuIlN = -j[uU2]1_+ elu u•]L_, ellu~IIv

-,rlwu(-1)[au(-l) - aeu•(-1)1 - r2 wu(1)[7u(1) + &cu(1)]
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Here the subscripts designate differentiation and w is the Legendre weight at the

endpoints (Eq.(2)). Using the quadrature rule allows for rewriting

N-I

I1',,11 = U.' (-1)W + U',(1)W + E -•(X).k •
k=1

Contrary to the approach followed by Punaro and Gottlieb [3, 4], we recast the prob-

lem of stability into an algebraic eigenvalue problem. For the present problem, this

may seem an additional complication. However, we find that for more complicated

problems, this approach greatly simplifies the proofs.

Isolating the terms contributing to stability at each boundary, we obtain two

conditions for asymptotic stability;

uT_ u- _<0 , uT+ +U+ <• ,

where u- = [u(-1),ux(-1)]T, u+ = [u(1), u.i(1)]T and

1[ A - 2aw-ri -e(1 - PW-rj)

}--2 -e(1 - Owrl) -2ewv

l+[-A-2"7 w-r2 e(1-6w-r2 )]

2[1e(1 - wr 2 ) -2ew J
Since both matrices are symmetric, the problem is reduced to ensuring that H- and

are negative, semi-definite. The eigenvalues of the two matrices are found to be

PI,2(f-) V + /((-)2 + 16e(#2W22 - 2w(Pe + 2aw)ri + 2wA + e)

1(_ (-c+ ±I(C+)2 + 16e(6 2w 2 Er2 - 2w(6e + 2 7 w),r2 - 2wA +e))

where (- - -2A + 4we + 4awr1 and (+ = 2A + 4we + 4-ywr 2. It is evident that negative

semi-definiteness is ensured if

.2 2 2 2w(fle + 2aw)TI + 2wA + e < 0

62 w2 6r22 - 2w(6 + 2-yw)-r2 - 2wA + e < 0

The roots of the two polynomials are

1
1r: (e 2tc- 2x 1/2er_

"r2 (e + 2r.+ - 2\ + e+ + 2ewA)

web



where r_ = wa/fl and x+ = w71/6. We introduce

1 ~~k 2K /2 K+ eK-/61

" 1I, = C-•b [e + 2r. + 2V- + 6 .- 19-wIN1

where . = wa/b. Since

•-• > .I•1 1 1

+ 6

for e < 1, this ensures (- > 0 and C+ > 0.

Hence, stability is ensured for

'r, 6  7 '2 _< • ,

with the solution satisfying

1 d 2 N-1
2TIIIIN < - - 14(Xk)wk 0

k=1

3.1.1. Remarks on the Penalty Method for Linear Equations. The results

stated in Lemma 3.2 may be used to derive the appropriate penalty parameter for

a large class of linear equations. We consider the general linear advection-diffusion

equation, Eq.(6), with the Robin boundary conditions given in Eq.(4)-(5). Solving this

problem by a penalty method, equivalent to that given by Eq.(8), requires bounds on

the penalty parameters in order to ensure stability of the scheme.

In the following, we will give these bounds for reference and will return to the

numerical validation of these results in Sec. 4. Some of these results may be found in

[3, 4, 6], but are here given in a more general framework. Note that w O(N 2 ).

(i) Hyperbolic Equations (e = 0).

1 A > 0. Well-posedness is ensured by choosing a > 0 and f3 = - = 6 = 0.

Thus, for this case we will only need bounds on rI".

;,0-- 7:'0 =0o

The scheme for the hyperbolic case is stable for

00 >r > .

--9 to



2. A < 0. Well-posedness is ensured by choosing -y > 0 and c - /= 6 = 0.

Thus, for this case we will only need bounds on r2.

•'y0 2w-y 7' ý 'v 0 - ,0 .

The scheme for the hyperbolic case is stable for

[Al
O_>r2 >Ž I\2w-I

(ii) Parabolic Equations (A = 0, e > 0). Necessary and sufficient conditions for

well-posedness may be obtained by choosing the four parameters, a, /3, 7, and 6,

properly as stated in Lemma 3.1 [15]. We only state the results for the bounds of ri,

since the results for -2 are equivalent.

1. Dirichlet boundary condition, (a > 0, '3 = 0).

+7+
"Ir0-4ao 2 •• ,--,O

Stability is ensured for

el1
-or 4a w2

2. Neumann boundary condition, (a = 0, a > 0).

-1 + 1

Stability is ensured for

1/3w

3. Robin boundary condition, (a > 0, 0 > 0).

-,[e -2.-+2K-2v'i+i 7 ]

Wkj - wC/•'+3 =---•[c + 2x + 2vxi.2 + ex]l

where x = wa//l. Stability is ensured for

T+,13 >_ T, _> r1

(iii) Advection-Diffusion Equations (A 5 0, e > 0). Again we must ensure well-

posedness by proper choice of the four parameters, as given in Lemma 3.1. We only

state the results for the bounds of r' as the results for r2 are equivalent.

10



1. Dirichlet boundary condition (a > 0, (9 = 0).

- _ All e 1 ~
2* + ;2 '+C,-O-- = 00

Stability is ensured for

00- 2a Ž + 4a

2. Neumann boundary condition (a = 0, > 0).

- 1 F21lw =1 + 2lAIF21w
= /3w /2 ' /3w /t

Stability is ensured for

1 +r2lA21>1 w >lI
/3 P/V2 - /2

3. Robin boundary conditions, a > 0, /3> 0. Results are given in Lemma 3.2.

3.2. Numerical Tests. As we aim at solving the full non-linear Burgers equa-

tion, and not the linearized, constant coefficient version, we need to validate the results

obtained from the linear analysis. We have solved Burgers equation using the scheme

given by Eq.(8) and employing a standard Legendre collocation method [13, 161.

Burgers equation, Eq.(3), has a rightward traveling wave solution (see e.g. [1]) of

the form

(10) U(,it) = -atanh a X - -] + c ,z e[-00,00] ,t > 0

where the free-stream values

lira U(x, t) = b-oo, lira U(x, t) = bo,
X'-- 00 X--00

are associated with the wave-speed, c, and the constant, a > 0, as

b-o, + b(,, b-,, - bo,
2 

2

Following the results in Lemma 3.1 (condition (iv): a = A, /3 = 1, - = 0, 6 = 1), we

expect the non-linear problem to be well-posed for boundary conditions of the type

AU(-1,t) - OU(-1, = g1(t) -U(1- = g2(t)

where A > 0 is the value around which we have linearized. In the present study, we

have used the free-stream value at the inflow, i.e. A = b-oo.
11



Since we know an exact solution, the boundary conditions may be given exactly

at all times using Eq.(10). As initial condition we use

U(z,0) = -atanh a X + .

The solution is time-stepped using a classical 4th-order Runge-Kutta method, where

the boundary conditions are imposed at the intermediate time-levels.

Using the values of the penalty parameters given in Lemma 3.2 results in a stable

scheme. However, the CFL-number, relating the maximum allowable time step to the

spatial resolution as

Atmax CFL

will have to be very small in order to ensure stability. Here IUI signifies the maximum

absolute value of U. Thus, with the theoretical value of the penalty parameter, the

proposed method compares unfavorably with the traditional method, due to severe

time step restrictions. Fortunately, the limits of the penalty parameters, in between

which asymptotic stability is ensured, are obtained as a result of a conservative energy

estimate and hence are not very accurate.

We have used the values of penalty parameter (see Lemma 3.2) as;

TA, 7T0 ,1"71 == r -
4 4

These values are found to lead to a stable scheme, provided eN 2 > 1. In Eq.(3), e

plays the role of an inverse Reynolds number. The constraint, eN 2 > 1, simply states

that increasing the Reynolds number requires increased spatial resolution, which is

a natural restriction. For advection dominated problems, stability is obtained by

increasing the penalty parameters towards the values stated in Lemma 3.2.

With these values of the penalty parameters, we have been able to perform the

simulations with a CFL number of 4, which is equivalent to what is usually allowed

when using the traditional method. Thus, by fine-tuning the penalty parameters we

were able to avoid any effect of the penalty method on the CFL-condition. The follow-

ing section contains a study of the effect of the penalty method on the CFL-condition

and guidelines for fine-tuning the penalty parameter for practical applications.

In Fig. 1 we show the temporal elolution of the traveling wave solution when

using the proposed scheme as given by Eq.(8). The simulation is done with N = 64

and e = 0.1. We observe no spurious reflections from the open boundary and the kink

is seen to travel undisturbed out of the domain. Table 1 shows the error at T = 1.00,

where the kink has propagated half way through the boundary. It is evident that

12
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Fia. 1. Traveling wave solution of Burgers equation.

TABLB 1

Error in the spectral simulation of Burgers equation using the penalty method. The maximum

error (L.o) occurs at the boundary.

N L 2  L.o

16 1.07E-02 3.26E-02

32 7.64E-05 3.50E-04

64 3.36E-09 2.21E-08

128 1.56E-11 7.62E-11

the proposed scheme maintains the spectral accuracy. The time-step is so small that

time-stepping errors may be neglected.

4. CFL-Restrictions for the Penalty Method. As discussed briefly in the

previous Section, choosing too large a penalty parameter results in severe CFL-

restrictions. For this reason, it is vital to understand how the penalty method alters the

eigenvalue spectrum of the operators and consequently changes the CFL-restriction.

In the present section we will study these effects for the linear advection and

diffusion operators for Legendre collocation methods. For completeness, we will also

give the results for Chebyshev collocation methods, which are widely used when solving

non-linear problems. The analysis will consider both 3rd- and 4th-order Runge Kutta

methods, which are often employed when addressing problems of the type considered

here. At the end of the section we will compare the results from our linear analysis

with simulations of the non-linear Burgers equation.

Consider now the semi-discrete linear, constant c6efficient problem

13



(q)t=CNNq XkEfl , t>0

(11) q=O XkEfl , t=O

BNq-O XkErE , t>0

where q = (q(xo),..., q(xN))T, k E [0,.. ., N), £N is the discrete approximation of

the operator for the interior and BN determines the appropriate discrete boundary

conditions. We assume that the semi-discrete approximation is a consistent approxi-

mation of the continuous problem. A time-differencing scheme, where the boundary
conditions are enforced exactly at the boundary points, may then be expressed as

q n+l = KN(At, £N)q n

BNq n+1 --- 0.

Here q n signifies the solution vector at time-step n. Thus, for strong stability we must

require

IKN(At, -N)I < 1 .

However, employing the penalty method changes the time-stepping scheme as

q n+l = KN(At , LN -- BN)q n

and strong stability is ensured if

IKN(At ,CN -rBN)I < 1

explaining why the CFL-condition depends strongly on the correct choice of the

penalty-parameter.

In the following analysis we consider explicit Runge-Kutta time stepping methods,

which, for time independent operators, may be expressed as

K =(At,LN) t )1

t=0

where p is the order of the scheme. We have for simplicity assumed that the boundary

conditions are included in the operators. Assuming LN = SNANSN1 , where ISNI and

I S' I are bounded and independent of N, strong stability of the Runge-Kutta schemes

is obtained if

P 1

K (At,CN)I = SN (AAN)i 451 =F T! ( NY< 1

14



TABLE 2

Scaling constants for the advection operator. The proper boundary conditiona are of Dirichlet type

(D).

Advection Operator CL C':

A#0 e=O 3rdRK 4thRK 3rdRK 4thRK

D Exact BC 21 35 27 32

Penalty BC 10 17 10 11

Hence, the problem is reduced to finding the eigenvalue spectrum of the operator £N

and choose At accordingly.

In the present study we consider the linear advection-diffusion operator;

ZN = A a- C2

+ 0- 8z 2 '

with the Robin boundary condition operators

B =a-f- =~ +

The boundary conditions for the exact method are enforced through the operator as

described in [161.

In order to compare time-step restrictions as found for the two different ap-

proaches, we now define the two CFL-like constants, CL and Cc, as

CL Cc
AtL• AN(N+1) +-eN2(N+1)2 ' AN 2 +eN 4

where the subscripts refer to Legendre(L) and Chebyshev(C) operators, respectively.

These constants are determined by solving the eigenvalue problem and calculating the

maximum At which ensures stability and supplies an upper bound on the time-step.

Table 2 and 3 shows the calculated values of CL and Cc for the advection and the

diffusion operator. The results are the same for the full advection-diffusion operator

as for the diffusion operator, provided eN 2 > 1, and is therefore omitted.

It is clear from Table 2 that using the penalty method for enforcing boundary

conditions on purely advective problems results in a significant reduction of the maxi-

mum allowable time-step. However, more importantly, Table 3 shows that for problems

where the diffusion operator dominates the eigenvalue spectrum, the penalty method

allows for increasing the time-step with as much as 50 %. The effect is most pro-

nounced when using a 4th-order Runge-Kutta method for time-stepping a Chebyshev

collocation scheme.

In order to explain the results in Table 2 and 3, we compare in Fig. 2 the spectrum

of the Legendre collocation advection (Fig. 2a) and diffusion (Fig. 2b) operators when
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TABLs 3

Scaling constants for the diffuion operator. Results are given for possible combinations of Dirich-

let (D), Neumann (N) and Robin (R) boundary conditions.

Diffusion Operator CL Cc

A = 0 C > 0 3rd RK 4th RK 3rd RK 4th R.K

D-D/D-N/D-R Exact BC 99 109 53 58

Penalty BC 81 123 56 84

N-R Exact BC 99 io9 53 58

Penalty BC 130 135 91 96

R-R Exact BC 99 109 53 58

Penalty BC 130 141 93 97

to 100W .. .. ... ... .

50 E~t't 9C• M'9Cl
SPwnq" BC• PwIdly 8C

"N- 21 23IM N. 24

50 0005019025001

.-00L -,0

.100 -50 "100 50o 1101 .200a00WM1M0
1,so

FIG. 2. Eigenvalue spectrum (A -A• + i Ai) for the Legendre advection operator (2a) and the

Legendre diffusion operator (2b) as obtained by using exact boundary conditions (o) and the penalty

method (o).

enforcing Dirichlet boundary conditions through the exact method and the penalty

method.

For the advection operator (Fig. 2a) we observe that the effect of the penalty

method is to introduce an extreme complex conjugate eigenvalue-pair, which domi-

nates the spectrum and eventually determines the maximum allowable time-step. This

results in the decreased CFL-number as observed in Table 2.

The effect on the diffusion operator is more complicated and depends strongly

on the value of the penalty parameter. As proved by Gottlieb and Lustman [15],

the diffusion operator with exact Robin boundary conditions has a real, negative and

distinct eigenvalue spectrum. This property is preserved if a sufficiently large value of

,r is used in the penalty method. However, by decreasing the penalty parameter the

two most extreme eigenvalues split into two pairs of complex conjugate eigenvalues,

which move towards the imaginary axis, as r is decreased. In Fig. 2b we show the

eigenvalue spectrum for the optimal choice of r. The important observation to make
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is that moduli of these new eigenvalues are smaller than the original extreme negative

real eigenvalue. Additionally, since the dominating eigenvalue now is complex, it

clearly becomes advantageous to use the 4th-order Runge-Kutta method due to the

increased extension of the stability region along ! the imaginary axis as compared to

The validity of this conclusion is, however, strongly dependent on the proper

choice of the penalty parameter. The values derived in the previous section do indeed

ensure asymptotic stability, but with a significant reduction in the maximum allow-

able CFL-number as a result. Fortunately, as mentioned previously, the limits of the

penalty parameters are based on a conservative energy estimate and are therefore not

very accurate. In the following we give the penalty parameters used to obtain the

results given in Table 2 and 3. These values result in a stable scheme as long as the

problem is purely advective or eN 2 > 1, and allows in most cases for a significant

increase in the time-step.

(i) Legendre Collocation Methods

1. Dirichlet Boundary Conditions.

_= LN1N(N + 1) + 2e N2 (N + 1)2

4 64

2. Neumann Boundary Conditions.

N(N +1)T--=

8

3. Robin Boundary Conditions.

4

(ii) Chebyshev Collocation Methods

1. Dirichlet Boundary Conditions.

_ =AN2 + N4

2 50

2. Neumann Boundary Conditions.

N 2

8

3. Robin Boundary Conditions.
-r aN2

-r: ra• with r -
4
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TABLE 4

Maximum allowable CFL-number obtained from direct numerical simulation of Burgers equation.

Legendre Chebyshev

3rd RK 4th K d 4th 1U

Exact BC 3.50 4.00 4.25 4.50

Penalty BC 3.00 4.50 4.75 6.75

Note, that the only difference between the parameter values quoted here and those

found is Lemma 3.2, is a factor of 1/4 on those terms related to the diffusion operator.

This reduction is found to lead to optimal time-step restrictions.

We would like to stress the importance of choosing the appropriate value of the

penalty parameter. It is our experience, that this is best done by deriving the theoret-

ical value of this parameter through an analysis similar to that done in Sec. 3.1. This

leads to a parameter which scales correctly with the resolution and other significant

parameters. If the time-step restriction is dominated by a viscous time-scale, it is very

likely that the theoretical estimate leads to severe time-step restrictions. However,

the theoretical value may often be decreased considerably, and good results may be

obtained after only a few tests. As we have seen for Burgers equation, decreasing the
penalty parameter four times leads to acceptable CFL-restrictions. We are not aware

of any systematic way of determining the optimal factor by which the theoretical value

should be decreased, but it may usually be determined by trial and error through a

few tests.

To conclude our study we have solved Burgers (Eq.(3)) with initial condition

(12) U(z,O) = (1 - z)(1 - X2) ,

and homogeneous Dirichlet boundary conditions. A typical temporal evolution is

shown in Fig. 3. In Table 4 we show the maximum CFL-number resulting in a stable

scheme. These results confirm that the results from the linear analysis carries over to

the non-linear problem.

5. The Compressible Navier-Stokes Equations. In the present section, we
obtain energy estimates for the solution to the three-dimensional compressible Navier-

Stokes equations given in conservation form. Additionally, we derive open boundary

conditions taking into account the full stress-tensor, and prove well-posedness for the

continuous problem. The derivations follow the approach introduced in [8, 9]. The

main difference being that we develop the theory for the conservation form of the

Navier-Stokes equations and that we include the off-diagonal terms of the stress-tensor
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X

FiG. 3. Temporal evolution of Burgers equation with initial conditions given by Eq.(12).

in the full derivations. In the second part of this section, we continue by showing how

to apply the boundary conditions and prove asymptotic stability of the semi-discrete

scheme.

Consider now the non-dimensionalized, compressible Navier-Stokes equations given

in conservation form

'13) Oq OF OG OH I (OF,, 8G, OH,
a(1-3+)-7 +t R -- -- y- +-W-)

with x E fl = -1, 1]. The state vector, q, and the inviscid flux vectors are given as

p PU PV Pw

PU pU 2 . p pwV puW

q= pv ,F pUV G= pV2 + p H= pVw

pW paW pvw Pu?2 + p

E (E + p)u (E+p)v (E + p)w

Here p is the density, u, v, w are the three Cartesian velocity components, E is the

total energy and p is the pressure. In the remaining part of the paper we will use

(XIy, z) and (ZI, X2, M3) interchangeably to denote the spatial coordinates. The total

energy

E =p (T + ± U V2 + W2))

and the pressure is related through the ideal gas law

p=(7-1)pT
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where T is the temper-ture field and -y = c/c, is the ratio between the heat capacities

at constant pressure (cp) and volume (c,), respectively.

The viscous flux vectors are given as

0 0

T11X ,Z

r,,u + axv+-zw+F T r-uvry +ry k 8Trz L9X Pra

0

Trz
HI : ryZ

TZZ

"TXzU + "ryzV + 7zzW + r

Considering only Newtonian fluids, the stress tensor elements are given as

,r.. = 21A-ou + A a-u + 8V + a7z , .y T y. = + -8V

a,, (u 8V, a a,, ) o a,,
"•,•=21,•+A _+_+_ , •=TZY=A _+_8Y (ax iy 8iz a

8Z (o X T) T

where jA is the dynamic viscosity, A is the bulk viscosity and k is the coefficient of

thermal conductivity.

The equations are normalized using the reference values, Uref = UO, Pref =

Po, Pref = P0u1 2, Tref = u2 /c, and a reference length L, where (p0, uo) is some uni-

form state, e.g. the ambient free-stream conditions of the flow. This gives a Reynolds

number as Re = pouoL/Ao and a Prandtl number as Pr = cvpo/ko.

5.1. Well-Posedness and Open Boundary Conditions for the Contin-

uous Problem. Consider the linearized, constant coefficient form of Eq.(13). The

viscous fluxes are split as

0

(A + 2A)a

F,=Fp+Fy +Fz A
aw

2" u a " av+ •IA Ow + k OT

20
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o 0

+ ay~ +

0 ý70

pu~.+(A +2pv + IL +u

0

GG+ + Gz A 21L) av

Way

au + ( + pv(9v± 2j)w a + kO

0 0
j~v 0

tOx

+ a+~u + Aa
Introducing tharnfrato aoin

OF OG O

=~ Oa Op _ z
Oq~ B2 ~~ aq

H, 1 Hp qH +Hy49
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allows for writing Navier-Stokes equations as

Oq 3 Oq 1 3 3 t 2q

at > axi8  Re axB i azi~

It is well known that Navier-Stokes equations, although not of hyperbolic nature, sup-

port waves very similar to those encountered in the hyperbolic Euler equations. For

hyperbolic systems, Gottlieb et al. [17] have shown that enforcing the boundary condi-

tions through the characteristic variables of the system results a stable approximation.

For Navier-Stokes equations, we linearize around a uniform state, qo, by fixing all

the matrices. We transform into characteristic variables by diagonalizing A, through

a similarity transform A = S-'AIS, where A is the eigenvalue matrix and S and S`

are the matrix of right and left eigenvectors, respectively. These matrices are given in

the Appendix. Applying this, the symmetrized, linearized set of equations transforms

into
a " 3 : 3R__iV 3 a2R

(14) TORQ + sR = 1 R

i=1 O Re /:1 jLiB axi z

where R = S-1q are the characteristic variables. We have introduced a positive

definite, symmetrizing diagonal matrix, QTQ, given as

10 0 00

02 0 00
QTQ= 0 0 2c2, 0 0

7-1-

00 0 20

00 0 01

where co = V is the uniform state sound speed. Also we define the symmetrized

matrices

Aý = QTQS-.AiS , Bili = QTQS-IB.S

The explicit form of the symmetric matrices are given in the Appendix. The charac-

teristic variables, R = [R1 , R2, R3, R4 , R 5]T, are given as

. I + - (E + (u2 + vp + w2)p - uopu - vopv -P - +O + 2:
PV - VoP

-(pU - uop) + 2-! (E + p(uo + V, + W,) - UoPU - Vop'V - Wop)
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We are now ready to state the following

LEmMiA 5.1. Assume there exists a solution, q, which is periodic or held at a

constant value at the y- and z-boundary. If the boundary conditions in the x-direction

are given such that

S[RTA3R 2+ RT BjOR •0
V(y, z)E fy X fl : I D-- ER s<

and the fluid properties are constrained by

"-ko >0 7Ž1Po>O , o<0. , AO'Ao+ >O Pr -

then Eq. (14) is a well-posed problem and the solution is bounded as

1 d lr(~ORT" OR)_iqx df <

Proof. Construct the energy integral as

1ld 3 T R 33 x
-jjfQRff 2 = ( RTAsŽ + - E _ 13

i=1t R i=1 j=i , )

in, in. 12 Re

3 3 /
= I -2 A R ee y "RTBR I- I dydz

EEIZZ -B'j---d,tteo i=1 zi xi tOx-

where 11 = 1,, x fly x f[I. In deriving this expression, we use partial integration

and assume the solution to be periodic or held at a constant value along the y- and

z-boundaries, i.e. contributions from these boundaries cancel. This is not a severe

restriction, as this assumption is valid for a large variety of situiations where open

boundary conditions are applied.

It is evident that if we can prove

(15) 1 ( 3 aRT B OR\)dl

then well-posedness may be ensured by properly constructing the boundary operator

at the z-boundary.
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Since the matrices, Bq., are all symmetric, Eq.(15) may be rewritten in a block-

quadratic form as

1 I AT -. ,AdO > 02R~e~f

where we have introduced

OR OR T 2B 1  B12 3

A .=~ as'a , B132  2M.2  B- 3'
1B3  B23  2B633

We observe that R' is a 15 x 15 symmetric matrix, ensuring that the eigenvalue

spectrum, p(WHs), is real. Hence, if R'(8 is positive semi-definite, Eq.(15) is obeyed. The

eigenvalue spectrum, p(hW), may be found to be

Pi = P2 = P3 = 0

P4 = 2(jo - Ao)

P5 = P6 = 2(Ao + 3so)

P7 = p8 = 3juo- /+2( 1  +o) 2

P9 =pio= 3o + o + 2(Ao + o) 2

P11 = 7.o + 4Ao - VA' + 4(Ao + Ao)(3po + 2Ao)

P12 = 7 Rto + 4Ao + VAo + 4(jo + Ao)(3jpo + 2Ao)

P13 = P14 = P15= ((7- )2 + 1) 2( -1)•/o

Here subscript '0' signifies the parameter values in the uniform state around which we

have linearized. For most real fluids under non-extreme conditions, it is true that Ao

is positive, Ao is negative and the following relationship is obeyed [18]

(16) 7/z__o > Ao + 2Ao >! Ro
(6 -

A simple investigation of the eigenvalues reveals that 7-0 is positive semi-definite under

these conditions. Thus, Eq.(15) is true provided

Ao>0 , Ao<0 , Ao+ A0 , - >ko , 7>1.Pr

These conditions are only natural as discussed in [191. In fact, if they are not obeyed,

Navier-Stokes equations violates the second law of thermodynamics.
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We now obtain that well-posedness is ensured under the additional condition

2 [R TA 1 R _e2 RBI T8 O <
Vy1 z) E 3 f,1 -• Ij

and the solution is bounded as

d- - 3 3 R *O dn < 0 ,
i=1 e ~ EE-T 63

where QR = Q 8- q. 0

As stated in Lemma 5.1, appropriate boundary conditions at the z-boundary have

to obey

I RTA R 2 RTBs OR <-2 [R -sR R"

We now define

QTQG =3B9O

j=1 4 3-

where
G=ko(y -1) 0(1 Ao + 2IUo 0(2 Ao + UO (OR2  OR 4

2poPr Oz 2po OD P0 OY • z
G2 = Io OR 2 + Ao +oD4 0( 2

Po Oz P0 Dy
(17) G3 =-- ko(y - 1) OC•

2pocoPr Oz

G4 - !o OR4 + Ao + po0 0.2
po OX Po Oz

G ko(-y-1) DC + A o+ 2oo OC2 _ + A (OR 2  OR 4'
2poPr Ox 2po Ox P0 Dy z )

where we, for simplicity, have introduced
2c 0

(I = R + R5 - - 1R3 , 2=R -R

This allows tor rewriting the constraint on the boundary contribution as

_1QT RTAR_ -2RTG Q < 0
Re-j _Re

where A is the diagonal eigenvalue matrix obtained from the similarity transform. We

now reformulate this as

(18) - E [ ,± ' (A 11R1 - e' G) - (eGt)2 ) 0,
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where Xi are the wave speeds by which the characteristic variables are advected, as

given by the diagonal elements of A, and we have introduced e = Re-'. This formula-

tion makes it straightforward to devise inflow-outflow boundary conditions, which are

maximal dissipative and ensure well-posedness of the complete problem.

We note in particular that this formulation takes into account the off-diagonal

terms of the stress tensor, which is neglected in most previous work [8, 9, 10]. These

terms may be of importance if the artificial boundary is introduced into a strongly

vortical region of the flow, e.g. a wake flow behind a blunt body.

Inflow Boundary Conditions. At x = -1, Eq.(18) becomes

1i ((IjR.I- IAIi -(eGi)2 <0
2 Ai

Subsonic Inflow: A 1 >0, A2 > 0 , A3 > 0 , A4 > 0 , A5 < 0

(19) AIR 1 - eG1 = 0

A2R2 - eG 2 = 0

A3 R 3 -eG3 = 0

A4R 4 -eG4 = 0

FGs = 0

Supersonic Inflow: A, >O, A2 >0, A3 >0, A4>O, A 5 >0

(20) AIR, - eG1 = 0

A2R2 - eG 2 = 0

A3R 3 - eG3 = 0

A4 R 4 - eG 4 = 0

AsR5 - eG 5 = 0

Outflow Boundary Conditions. At x = 1, Eq.(18) becomes

1 - 1~ (I I 1 4 -Itc)
2 (_ 0)2) 0S-j- AijRi - cAi G - (eGi) <_0.

Subsonic Outflow: A 1 >0, A2 >0, A3>0, A4 >0, A5 <0

(21) eG2 = 0

eG 3 = 0

eG 4 = 0

IAsIR5 + eGs = 0
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Supersonic Outflow: Al >O0, A2 > 0, A~3> 0, A4 >O0, AS >0

eG 1 = 0 eG 2 = 0

(22) eG2 =0 eG 3 =0
eG 3 = 0 eG4 = 0

eG4 = 0 eGS = 0

We note that for both types of outflow boundary conditions, it is only necessary to

specify four conditions, since eG 3 = 0 =• eG 1 = -eG 5 . Due to the special structure

of G we also observe that adding an extra condition on eG 1 does not place extra

conditions on the solution, since such a condition is redundant. This observation will

be used later.

It was shown by Strikwerda [20] that the proper number of boundary conditions

for an incomplete, parabolic system, like the compressible Navier-Stokes equations, is

5 in the inflow region and 4 in the outflow region. Our result clearly conforms with

that.

We also note that in the limit of infinite Reynolds number, these boundary con-

ditions converge uniformly toward the well known characteristic boundary conditions

for the compressible Euler equations [21]. This property is important in order to avoid

weak boundary layers of the order exp(-ze/) (see [8]).

5.2. The Semi-Discrete Scheme. Following the line of thought that led to the

asymptotically stable scheme for Burgers equation, we propose a Legendre collocation

scheme for enforcing open boundary conditions to the compressible Navier-Stokes

equations

Dq 0F' 8G OH 1 (1 F / + 8G, + K.
(2 3 ) _tq'l' + -I'-' +-zýz- 8z 8e 8 Oz t - Oz)

-,riQ -(x)S R~- (a - 3¶1gl(t)') - 9G
/ Re /

-72 Q+(z)S (Rz+ (R - S-g2(t)) + gG

Here Q-(=) and Q+(x) are given by Eq.(9) and S is the right eigenvector matrix as

given in the Appendix. The boundary conditions for the state vector are given through

the two vectors, gi (t) and g2 (t), which we for convenience assume to be uniform. The

four matrices, IR-, RZ+, 9- and 9+ are chosen such as to construct the appropriate

boundary operator as derived in the previous section. Hence, we have for the inflow

region

27



A1  0 0 0 0 10000

0 A 2  0 0 0 01000

Z-= 0 0 A3 0 0 ,G_= 0 0 1 0 0

0 0 0 A 4  0 00010

0 0 0 0 a, 5  000 0 1

where a - 0 for subsonic conditions and a = 1 for supersonic conditions. Likewise we

define

0000 0 00000

0000 0 01000

7Z= 0000 0 ,G+= 00 1 00

0000 0 00010

0 0 0 0 '01, 51 0 0 0 0 1

where ( = 1 for subsonic conditions and = 0 for supersonic outflow conditions.

We have to choose rT and 'r2 such that the semi-discrete scheme is asymptotically

stable. The proper choice is stated in the following Lemma.

LEMMA 5.2. Assume there ezists a solution, q, which is periodic or held at a

constant value at the y- and z-boundary, and that the fluid properties of the uniform

state, qo, are constrained by

pO 0 , No_0 50 , \0o+po _0 , ->0 7_1,

and related as

7 1AO > \o + 21&o : jAo •
Pr -

The linearized, constant coefficient version of the scheme given by Eq. (23) is asymp-

totically stable at the inflow if

Here

e _ko

2w PrpoU0

These results are independent on whether the inflow is subsonic or supersonic.
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For supersonic outflow

For subsonic outflow

11+ 72

The solution to Eq. (23) is bounded in the form

l2 dt N - N-_E SOII---IIi<-ON---3 JRT=OR dy dz•<_0

Proof. Write Eq.(23) is its symmetrized, linearized, constant coefficient version

QTQOR+ As OR 1 3 3 8 2 R

at E ,6"3t ' 3

-TIQTz) (Qr-R - QTOQ9G)

-tr2Q+(X) (QTQ I+R + IQT QQ+G)

where we, without loss of generality, have assumed homogeneous boundary conditions.

We construct the energy integral, apply the Gauss-Lobatto quadrature rule and partial

integration to obtain

( I24 1R1N = 1 TI 8; - 2e 3 RTB ]IOR dy dz

3 RTB

I j=
S(3 3 ORT OR)\

-rTwj RTQTQ +ZRR - eRg B, OR] d y dz
IQ"z j=1

3 a
-T2WJ L RTQTQ IZ+R +ERTg+ Zs., 19RI dz

where we have used the assumption about periodicity or constant value at the y- and

z-boundary. Additionally, we have introduced e = Re-' and w, which is the Legendre

weight at the endpoints and applied the definition

QTQ G = 38Z oR
j=1 2
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Using the Gauss-Lobatto quadrature rule allows for writing

~/3 3 9RT OR\
(25) ,l _A

[fN-1["•3 3RT OR]

ki=Ii= j=i X=Xl

+W3 3 aRT OR]

+ 33 aORT OR] dydz >_

Here zX signifies the Legendre-Gauss-Lobatto collocation points. The inequality fol-

lows from the analysis done in the proof for Lemma 5.1, and is ensured provided the

fluid properties are constrained by

A0_>O 0, A0:50 , Ao+Ao_> 0 -> , _ •1Pr -

It was shown by Abarbanel and Gottlieb [18] that if a scheme is stable without the

contributions from the off-diagonal stress-tensor terms, then it will rer- ain so even if

the these terms are included. This is a consequence of the general relation

7D°J > Ao + 21&o >! po,
Pr -

which roughly gives the relation between the eigenvalues of the normal stress-tensor

elements and the off-diagonal elements. Thus, it is sufficient to prove stability in the

absence of the off-diagonal contributions.

The penalty parameters, 7-1 and r2, has to be chosen such that the boundary term

of the energy integral not destroys the stability of the Cauchy-problem. We treat the

two boundary contributions separately.

Inflow Condition. The contribution of the boundary term at the inflow (z = -1) fol-

lows from combining Eq.(24) and Eq.(25) and neglecting the off-diagonal contributions

to obtain

RT 1 .1  Q _ OR 3 ORT -OR
k 2' A lWRL -) RT (V Ti'rWG) Bl- e B .- •0

where I is the identity matrix.

First we note that

ORT ,U OR OR T ,a OR

8:2 8:2 8:- -E Os 33 823
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since 822 and B33 are positive semi-definite with an eigenvalue spectrum given as

pI(BL2) = p1(P33) = 0 P2((B2) = p2(B33) = "o

P3B2'2 =P3B33)= 2ap 4(B2. 2) = P4(B3 ) = 2 Ao___

2C2 P 2c-2 P0

p5B + 1

p3(B•2) = p•(B3•) =2"0 p(•)=p(3 ••PPo22) r + ) k) poPr

Since all matrices are symmetric, the remaining part of the constraint may be expressed

in block-quadratic form as

RTn- &_< 0,

where

S T 12 1 wQTQRP- -e(1-TlW)Bl

[R, -1(A -2•r'w)i -2ewB 1  '

where we have used g- = . W- is a 10 x 10 symmetric block-matrix. Similar to

the approach applied in Sec. 3.2, we have transformed the problem of stability into

proving that H-, for a suitable value of rl, is negative semi-definite. The eigenvalue-

spectrum, p(J-), can be found by doing a LU-decomposition. Since R- is symmetric,

the eigenvalues appear as pd(W-) = Uii.

We will not give the general form of the eigenvalues here, since they are rather

complicated. However, straightforward but very lengthy algebra shows that all eigen-

values are negative if r1 is chosen such that

+ (i + r. + -017-+x 2!Ž 1+X-v'-+-

where

e 0ko

2w Prpouo

This result is independent of whether the inflow is subsonic or supersonic.

Outflow Condition. Neglecting the contribution from the off-diagonal terms yields a

criteria for stability at the outflow (x = 1)

ILT (!A' +,rWQTQIZ+) R + eRT (I - r2wG•+) B•1 ---R _ < 0.
i=1 12xi axi

Similar to the approach followed in the previous part of the proof, we see that the

contributions from B22 and 4.33 are always negative and independently ensure stability.

We now rewrite the remaining part of the condition at the outflow in block-

quadratic form;

ATH+ ft< 0
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where

+ 1 [ -A' - 2r 2wQTQR+ e(1 _- T2W)B 1 ]
2 e(1 - riw)B•1  -2ewBI3 1

To form 'H+ we have assumed 9+ = I. The. additional boundary condition introduced

by this replacement is redundant as discussed in Sec. 5.1.2., and, hence, no extra

restrictions are put on the system by this approach. The eigenvalue spectrum, p(W+),

may again be found through a LU-decomposition. We state here only the bounds on

r 2 that ensure negative semi-definiteness of Hl+ for supersonic outflow

For subsonic outflow the bounds become
1 1r ) 1

(1+ 41 _ 7 2  2-

Combining Eq.(24) and Eq.(25), we obtain a bound for the growth of the solution

1 d IIQR)II1i -BN--L ] d-ydz•< 0 0
2dtRe k=1 1 i 3J X=Xk

We wish to emphasize that the bounds on rl and r2 given in Lemma 5.2 remains
valid in the limit when the Reynolds number approaches infinity. This is easily realized

by expanding the bounds for e < 1 to obtain

1 1
oo > r1 - + 6-+ K

in the inflow region and

1
00 > r 2 >-00 , 0 00 > r 2 -

for supersonic and subsonic outflow, respectively. The linearized, constant coefficient

version of the Euler equations may be transformed into 5 independent hyperbolic equa-

tions for which we should expect the bounds on the penalty parameters to be given

by the results in Sec. 3.1.1. We observe that the bounds given above converge uni-

formly to the expected values in the limit of vanishing viscosity and, thus, the scheme

remains stable. The observation that no boune~a are necessary on r2 for supersonic

outflow simply reflects the fact that no boundar) conditions are required for the Euler

equations at such a boundary.
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5.3. Numerical Tests. The proof given in the previous section is only strictly

valid for the linearized, constant coefficient version of Navier-Stokes equations. To

validate the results and show that it carries over to the full non-linear Navier-Stokes

equations, we have implemented the scheme in an existing spectral code (see [22] for

details), originally developed for studying two-dimensional compressible flow around

an infinitely long circular cylinder.

As spatial approximation scheme was used a standard Fourier-Chebyshev collo-

cation scheme in polar coordinates, (r, 0), with a 3rd-order Runge-Kutta method for

time-stepping.

The new scheme is simple to implement in existing codes, as we only need to apply

a correction of the flux of the state vector at the boundary. Following the scheme,

given by Eq.(23), we need to derive the two vectors R and G. The characteristic

variables are given as

RI = (m, - Pur) + P-
Co

PP

R2 = P c2

R3 =' MOp -- P'UO

R 4 = -(mr -pur) +-P
Co

where co is the uniform state sound speed.

We have for convenience introduced

U = UokI + vok2 , u = uok2 - voki

which are the radial and azimuthal velocity components, respectively, of the uniform

state and

r, = mukl + mJk2 , mO = ,nk2 - m•Ik,

are the radial and azimuthal components of the momentum of the flow field. Here k =

(kl, k2) signifies an outward pointing normal-vector at the boundary. The linearized

pressure, p, is given as

p =(-Y-l1) [E+2PU2+V2)_UM 0n

The eigenvalues corresponding to the characteristic functions and determining the

direction and propagation velocity of the characteristic waves, are

lu=+U+CO, \2--A 3 =Ur, \ 4 =U-o CO
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Following the approach outlined in the previous section, we have likewise derived the

viscous correction vector, G, at the outer boundary as

_- (-y-1)ko 1 0(1 2I1o802 1 jlo 0 R 3
Pr 2po8T 3 Po Or 3 po 80

G (- (y-1)ko 1 0(1
Pr 2copo Or

G3 -- uo OR3 + 1 1140a(2
po Or 6 po 00

G4-=(-1)ko 1 0(1 2 U oO(2 1 jt oOR 3
Pr 2po Or 3 po 3 po 00

where again we have defined

=R,+_R4 o- 1 R 2 , (2 =Ri-R 4 •

Also, we have J = l/r, which is the transformation Jacobian from Cartesian to polar

coordinates. We note that no extra calculation of derivatives is needed in order to

form the two vectors, since the radial and azimuthal derivatives at the boundary are

calculated during evaluation of the interior dynamics when employing a global scheme.

Thus, the only additional requirement is to store values of the derivatives of the state

vector at the boundary, i.e. the computational requirement for enforcing this new

method is negligible.

The boundary conditions are enforced at each intermediate time step of the Runge-

Kutta method. Simulations were done with a Reynolds number of 100, a Mach number

of 0.4, the diameter (D) of the cylinder being 6.10 cm and the reference temperature

was 300'K. These parameters ensure that the flow field remains subsonic. The reso-

lution was 96 Fourier-modes, 72 Chebyshev modes and the radius (L) of the compu-

tational domain was 20 cylinder diameters.

As penalty parameters we used

N 2 2( N 2 2
'r,= - ( 1 + X - v - r.)= -- -

4UL 2 L'

where N is the number of Chebyshev modes, 2/L is a factor occurring from the radial

mapping of L into [-1, 1] and

eN 2  ko2 Prpouo

This choice appears naturally from the results stated in Lemma 5.2, and the

experience gained in Sec. 4, indicating that for dissipative terms we should reduce by

a factor of 4 in order to obtain the optimal value of r. With this choice of penalty
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parameters we were able to perform the simulations without any reduction in time-

step as compared to the exa.ct method of enforcing the boundary conditions. It should

be mentioned, that in the original code only characteristic boundary conditions for

the Euler equations were enforced. Comparing with results discussed discussed in Sec.

4, we observe that for 3rd-order Runge-Kutta we should expect the two methods to

impose almost equivalent time-step restrictions. This is confirmed by the simulations

and shows that the results from the simple linear analysis carries over to the full

non-linear Navier-Stokes equations in this case.

In Fig. 4 we show contour-plots of the normalized density and the pressure at

T=143.5, corresponding to approximately 23 shedding cycles. The von Karman vortex

street is clearly demonstrated, and we observe that the boundary conditions at the

outflow boundary affect the flow only slightly. The Strouhal number for the shredding

frequency is found to be St = 0.163, which is in full accordance with experimental

findings [23] and we observe no spurious frequencies or reflections from the artificial

boundary back into the flow field (see [22] for a further discussion of this).

P/Po P/P0

1 //1
00

o 00

FIG. 4. Contour plots of the normalized density, p/po, and the normalized pressure, p/po, at the

non-dimensional time T=143.5 for a flow at Re = 100, M = 0.4, D = 6.10 cm and To = 300*K.

6. Concluding Remarks. The purpose of the present paper has been two-fold.

The first goal has been to develop boundary conditions for wave-dominated problems,

leading to well-posed total problems. It was argued, that for smooth solutions and the

kind of operators we have considered here, it is sufficient to consider the problem of

well-posedness for the linearized, constant coefficient version of the non-linear initial-
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boundary value problem. Using this allowed for deriving proper boundary conditions to Burgers

equation and the three-dimensional, compressible Navier-Stokes equations, and these boundary

conditions were shown to ensure well-posedness of the total problem. It should be stressed that

the boundary conditions derived for the Navier-Stokes equations takes into account all elements of

the stress-tensor, and only very light assumptions were made to derive these. Additionally, they

remain valid even in the limit of vanishing viscosity.

Having derived appropriate boundary conditions naturally leads to the question of how to

enforce these in a discrete approximation of the problem. This has been the second, and main,

contribution of the paper. Recent results [7] on the connection between stability of discrete and

semi-discrete approximations, suggest that it is sufficient to consider asymptotic stability for the

semi-discrete approximation. We have only considered Legendre collocation methods here. This

choice is merely dictated by a wish to obtain analytical results and we have indicated, by numerical

tests, that all results carry over to Chebyshev collocation operators. The stability proofs for the

semi-discrete approximations to the linearized, constant coefficient versions of Burgers equation and

the compressible Navier-Stokes equations are all completed by using the classical energy method.

We emphasized that the proposed schemes remain stable even in the limit where the problems

become purely hyperbolic.

The proposed penalty method changes the eigenvalue spectra of the discrete approximations

of the operators considerably. In order to understand this, we performed a detailed investigation

of the effect on the eigenvalue spectra of linear operators. It has been shown that the value of

the penalty parameter, which is obtained form the theoretical analysis, often implies that the

maximum allowable time-step compares unfavorable with that allowed through more traditional

methods. However, we discussed in detail how to remedy this and showed that choosilig the

penalty parameter properly may allow for increasing the maximum time-step with as much as 50%.

Although we are not aware of a systematic way of determining the optimal value of the penalty

parameter, we do not see that as any significant disadvantage. Our experience tells that once the 4

theoretical values of the penalty parameters are obtained, only a few tests are needed to obtain the

optimal value. Additionally, this only has to be done once, and since only a few hundred time-steps

are required to test whether the scheme is stable or not, we consider this an insignificant problem.

Most of the theoretical results, obtained for linearized, constant coefficient versions of the equa-

tions, are confirmed by numerical simulations of the full non-linear equations. It is stressed that

the proposed penalty method is very easy to implement in existing codes, which is an attractive

feature.
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Although all results and numerical simulations in this paper are obtained using

spectral collocation methods, the main conclusions carry over to finite difference/finite

element methods. The derivation of the proper boundary operators, be that for Burg-

ers equation or for the compressible, Navier-Stokes equations, is obviously unaffected

by the choice of spatial approximation method. The proposed penalty method for

enforcing the boundary conditions may be applied in exactly the same manner as

discussed here, when using alternative spatial discretization methods. The only dif-

ference is the value of the penalty parameter, which will depend strongly on the order

of the method. Thus, applying an other method requires one to derive this penalty

parameter. This may be done by an approach equivalent to the one utilized here.
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Appendix: Symmetric Matrices for the Navier-Stokes Equations.. Con-

sider the linearized, constant coefficient compressible Navier-Stokes equations in con-

servation form given as

Oq 3 Oq_ 1 3 3 92q

_ 'Dxi - B
I j~=1 j=t x

The matrix, A 1 , diagonalizes under the similarity transform, A = S-A 1 S, where the

right eigenvector matrix, S, and the left eigenvector matrix, S 1 , are given as

a 0 1 0 a

a(u + c) 0 U 0 a(u,- c)

S av 1 v 0 av

aw 0 w 1 aw

a(H+cu) v 1vCM2 w a(H-cu)

) ( C(-- 1)c2M 2 - ) -/3((7 - 1)U _ C) -/3(7 - 1)V -/3(y - 1)w 8(-y - 1)

-v 0 1 0 0
- = 1 -(-1)M 2  

-_

-_w 0 0 1 0

L (2(v - 1)c2M 2 + CU) -/((y - 1)u + c) -#(7 - 1)v -#(y - 1)w #(7- 1)

Here

1 1
2c 

c

Introducing this transformation into the Navier-Stokes equations yields

QTQOR + 3 As aR 1 3 Bs 02 R
Ox Re~~ aBJ0 8

i=1 3
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where R are the characteristic variables and QTQ is a positive definite, symmetrizing

diagonal matrix.

The symmetrized matrices

Aý = QTQS-lAiS ,Bj = QTQS-IBjS

are given as

Su+c 0 0 0 0 v c 0 0 0

0 2u 0 0 0 c 2v 0 0 c
As o o 202u 0 0 A = 0 0 2l2V 0 0"7--1 2 'V--1

0 0 0 2u 0 0 0 0 2v 0

0 0 0 0 u-c 0 c 0 0 v

w 0 0 c 0

0 2w 0 0 0

A3 0 0 -L_! v 0 0

c 0 0 2w c

0 0 0 c w

(A + 21&) + 0 0 -9Y'c1 0o -(A + 2;1) + 0

0 41 0 0 ' 0
1 o 0 4- 0 0 2c 0

0 0 0 414 0

-(A +22)+6 0 -0-2: 0 (A +22)+o

1+O 0 2c 0 0 -IA+g
0 4(A + 2;) 0 0 0

1
B 22= - -2 0 402 e 0 2c -e2p -Yo o .v7) '2-I

0 0 0 4A 0
0 2c 0 0 &+0

'U+2 0 9;0 0 -

0 4A 0 0 0
"1--B;=- 2c- - 0 402 e 0 -2

2p -v-i F, --17 'v-I

0 0 0 4(A + 21 ,) 0

+e 0 0 0 0 /4+
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We have for convenience introduced

y- -yk
7 Pr

0 100 0 000 1 0

1 0 0 0 -1 0 0 0 0 0

B12 - 0 0 0 0 0 ,B13- p 000 0 0

0 0 0 0 0 1 0 0 0 -1

0 -1 0 0 0 0 0 0 -1 0

0 0 0 0 0
00020
0 0 0 0 0

02000

00000
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